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SYSTEMS

mmodity LCD monitor running at 60hz
mono single commodity projector running at 60hz
and an HD-SDI recorder running at 59.94hz

Spyder can even output to all of them
Simultaneously!

Spyder can simultaneously output the same image
on several outputs at different resolutions and
refresh rates.



SPYDER™ Stereoscopic
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SYSTEMS

Input Formats

Analog RGB  (SOG, Composite or Separate Sync)
Analog YUV

SDI

HD-SDI

DVI

Analog Composite (optional)

S-Video (optional)

Resolution

Digital input and output up to:
2048x1200 @60hz
SXGA+ @120hz

Analog input and output up to:
2048x1200 @60hz
SXGA+ @115hz
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Standard Features

|O Capacity

Expandable up to 32 Inputs
Expandable up to 32 Outputs

Standard Features

Smooth Window Motion
Keyframe Animation
Colored Borders
Shadows

Crop

Pan

Zoom

Easy to Use Windows Interface
SpyderPoint PowerPoint Plug-In
UDP Protocol

Active
Stereoscopic sources up to SX+ @120hz

Stereoscopic

Passive

Sources up to 2048x1200 @120hz
Displays up to 2048x1200 @120hz

Stereo Features

Distributor / Vertrieb:

Stereoscopic displays up to SXGA+ @120hz

Output Formats

Analog RGB  (SOG, Composite or Separate Sync)

Analog YUV

SDI (NTSC, PAL, 29.97, 59.94, 25, 50 H

HD-SDI [~ > 7o o o e R
rame rates supported)

DVI

DVI-Dual

DVI-Twin (10 bit DVI)
Analog Composite (optional)
Analog S-Video (optional)

Color Depth

10 bits per color (10 bpc)
30 bits per pixel (30 bpp)

Spyder can be configured to accept or output multi-connector formats
e.g. 4 input or output channels can be configured for 4K resolution
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