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FEATURES

o O

4 CHANNEL VIDEO INPUT
Each input can select any source Composite video, S-Video
or Component YUV.

4 Channel Unbalanced Audio Input

6 CHANNEL VIDEO OUTPUT(MAX)
Composite video, S-Video, Component Video and RGB.

AUDIO OUTPUT
Main output and headphone output.

NTSC/PAL Switchable

EASY OPERATION

It will be able to use easily like personal computer using the
PS/2 Mouse and the Operator Screen(seems like Windows
applications).

VARIOUS DIGITAL EFFECTS
Equipped with 22 effects.

VARIOUS SPECIAL FUNCTIONS
Equipped with 11 special functions.

TRANSITION

- Equipped with 256 transition pattern.

- Auto/Manual Transition.

- Transition speed, direction, target selectable.
- Color virtual channel(16 color).

Efficient video/audio mixing
Higher picture quality

Outstanding cost-performance

SPECIFICATIONS
O ELECTRICAL

- Video INput ......couevenee Composite, S-Video, Component 4 channel

NTSC/PAL switchable [Ver 2.0]

- Audio Input Unbalanced Audio 4 channel

- Contorl Input PS/2 Mouse

S GPIINPUL oo Rising, Falling trigger signal
- Video Output

Composite, S-Video, Component, RGB 6 channel (max)

OULPUL.....oerrrerene Unbalanced Audio 1 channel, Headphone

- Operator Screen.......SXGA(1280X1024) high resolution PC monitor

CEMfECES e Equipped with 22 effects

(Brightness, Contrast, Hue, Saturation, B&W, Sepia, Negative,

Poster, Mirror, Half Mirror, Flip, Half Flip, Sharpness, Blurring, Binary,
Edge, Pencil, Embossing, Diffuse, Mosaic, Color Selection, Wave)

- TraNSItiON ..o Equipped with 256 transition pattern
(Auto/Manual Transition, Pause, Transition speed, direction, target
selectable Color virtual channel (16 color),

Border color (16 color), Border style (over 120 style))

- Special FUNCHoNS..........c.eveeeenen. Equipped with 11 special functions
(Freeze (Current, Next, Transition), Strobe, Chroma/Luminance Key,

Edit Screen, Ghost, Trajectory, Single/Multi PIP)

- Other FUNCHONS ......c.coeveieeeeeicereeis Demo, Macro, Practice
O GENERAL
- POWET SOUICE ..o +5V 3.5A, +15V 300mA,
-15V 300mA Multi-Voltage SMPS Adaptor
- Power Consumption ... Standard : 14W, Full Load : 18W
S WBIGNE s 1.2kg/2.6lb
- DIMENSIONS ..o 420(W)x74(H)x240(D)mm

16.5(W)x2.9(H)x9.4(D)in




VMX-1104

5-CH SELECTABLE

(Include color virtual channel)

SPECIAL FUNCTION
(Ghost, Trajectory, Chroma key)
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SPECIAL FUNCTION
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VARIOUS DIGITAL EFFECTS
(Equipped with 22 effects)

EFFICIENT TRANSITION
(Equipped with 256 transition pattern)

APPLICATION EXAMPLE

MISC.

(Operator screen output, PS/2 input, GPI in/out)

4-CH VIDEO INPUT

(Composite, S-Video, YCbCr)

4-CH AUDIO INPUT
(Unbalanced)

6-CH VIDEO OUTPUT(MAX)
(Composite, S-Video, RGB, YCbCr)

AUDIO OUTPUT
(Unbalanced, Headphone)

OPERATOR SCREEN
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