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NEC-600

WORLD RENOWNED MULTIVIEW™ SERIES

Magenta’s NEC600 receiver continues the MultiView Series’ reputation as the most flexible UTP signal distribution solution
on the market.

B> Pair NEC600s with a single output MultiView-SAP transmitter for distribution to
12 total displays using the receiver’s standard daisy-chain feature.

> Join NEC600 receivers and Octet-SAP eight-output transmitters to send a single
source to 450+ total displays.

P> Combine NEC600s with the Mondo llI-SAP matrix switch and enable full matrix
switching from 16 inputs/|6 outputs to 256 inputs/512 outputs.

All applications support the extension of video, stereo audio and addressable, duplex serial on a single UTP cable.

APPLICATION Mondo Matrix Switch Configuration w/ Morph-It Transmitters

NEC Display

Source Source Source
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NEC Display

NEC Card-Slot Receiver

NEC Card-Slot Receiver

Morph-It Rackmount Platform
NEC Card-Slot Receiver

NEC Card-Slot Receiver

SPECIFICATIONS

Cable Required
Video Support
Resolution & Distance

Audio Characteristics

Serial Characteristics
Connectors
Other

Category 5, 5e, 6 twisted pair (UTP)
RGBHYV to WUXGA (1920x1200)
At 600 fe. (183 m) or less: a maximum of 1920x1200

Supports True Stereo Audio
Line Level 600 Ohm Unbalanced
Full duplex, addressable serial
(2) RJ-45, (1) DB9M

1) Adjustment Knob

for skew compensation & EQ);

2) Dial Switches
(to externally program —SAP address)

Temperature Tolerance
Storage
Humidity Tolerance

‘Enclosure

Skew Comp

Size

Weight

32 to 104°F (0 to 40°C);

-4 to +140°F (-20 to +60°C)
Up to 80% noncondensing
Steel

Aku Comp Il inte‘?mted; 62ns

of delay per red/blue/green color

Fits in and draws power from

the expansion slot of NEC MultiSync®
20 Series and M Series displays

201b. (091 kg)
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