








Integral Audio Switching

Integral Audio Switching is provided to route audio from the (HDMI-compatible) DVI input or SDI input to the DVI and SDI 
outputs. An optional Audio Module provides AES & analog I/O abilities, and audio delay. The module can connect to the TV 
One A2-7300 range of audio break-out units via HD-44 connectors.

A2-7312 Converts AES3-id to 16x BNC 
Connectors – 8x AES-id In and 8x AES-3id Out

A2-7302 Digital Audio Converter - AES-3id I/O 
on XLR – 8 AES Stereo In and 8x Stereo Out

A2-7342 Analog Audio Converter - Analog 
Stereo on XLR – 4x Analog Stereo Ch. In - 4x 
Analog Ch. Out

A2-7322 Analog Audio Converter – AES-3id to 
Analog Stereo on Terminal Blocks – 8x Analog 
Stereo In and 8x Analog Stereo Out, Balanced 
or Unbalanced
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Specifi cations
Video Inputs
Television Standards NTSC, PAL, PAL-M/N, SECAM

Composite Video   Up to 30 via DVI-U

YC (S-Video) Up to 30 via DVI-U

YUV /YPbPr Up to 30 via DVI-U

SD/HD-SDI Up to 60 via BNC

SD/HD/3G-SDI  Up to 30 via BNC

Computer Inputs
Digital DVI Up to 30 via DVI-U (HDMI & HDCP compatible)

Analog  Up to 30 via DVI-U

Analog Format  RGBHV, RGBS, RGsB, YPbPr

Analog Sync TTL Level, 10KΩ, Pos or Neg

RGB Level Range 0.5-2.0 Vp-p

SD/HD/3G-SDI Up to 16 via BNC with loop out

Scan Rate Detection Automatic

Analog Signals PC to 2048x2048, HD to 1080p60

DVI Signals PC to 1920x1200, HD to 1080p60

Max Horiz Scan Rate 150kHz

Computer Compatibility PC, Macintosh, Workstations 

Video Outputs
Television Standards NTSC, PAL, PAL-M/N, SECAM

Composite Video   Up to 30 via DVI-U

YC (S-Video) Up to 30 via DVI-U 

YUV /YPbPr Up to 30 via DVI-U

HD/SD-SDI Up to 32 via BNC

SD/HD/3G-SDI  Up to 30 via BNC

Computer Outputs  

DVI Signals Up to 30 via DVI-U (HDMI & HDCP compatible)

Analog  Up to 30 via DVI-U

Analog format  RGBHV, RGBS, RGsB, YPbPr

R-G-B Level  0.7 Vp-p

DVI Signals PC to 1920x1200, HD to 1080p60

Analog Signals PC to 2048x2048, HD to 1080p60

Vertical Refresh Rate Any to 250Hz

Size and Position Automatic via AutoSet

Settings Memory Non-Volatile

Conversion Technology Proprietary – CORIO®3

Frame-rate Conversion Temporal

Color RGB 24-bit 4:4:4

 YPbPr 20-bit 4:2:2

Max. Sampling Rate 162MHz

Firmware Memory Flash, Upgradeable via micro-SD

De-Interlacing  Pixel-level Motion Adaptive, 

(NTSC, PAL, 1080i) Diagonal Interpolation, Noise Reduction.

Video Comb Filter Adaptive

Film (NTSC, 1080i) 3:2 Pull-down

Video Adjustments CV/YC: Contrast, Brightness, Saturation,

 Hue (NTSC).

 

Analog RGB/YPbPr levels

Audio Support  

De-embed/embed SDI & HDMI-I/O via DVI with

Delay optional audio interface module

Closed Captions
De-embed / embed SDI (608 & 608 in 708)

3G/HD/SD-SDI
SMPTE259M-C 270Mbps < 0.1UI jitter

(SD-SDI Video)          525/625Line

SMPTE292M 1.485/1.4835Gbps < 0.2 UI jitter

(HD-SDI Video) 720p, 1035i, 1080i, 1080p 

SMPTE424M 2.97/2.967Gbps < 0.3 UI jitter

(3G-SDI Video) 1080p 60/59.94 

SMPTE272M-2004 8 Stereo 24bit Audio Channels

(SD-SDI Audio)  

SMPTE299M-2004 8 Stereo 24bit Audio Channels

(3G/HD-SDI Audio)

HD Resolutions supported (DVI, YPbPr, SDI)
720p (1280x720) 23.98, 24, 25, 29.97, 30, 50, 59.94, 60Hz

1035i (1920x1035) 59.94, 60Hz

1080i (1920x1080) 50, 59.94, 60Hz

1080p (1920x1080) 23.98, 24, 25, 29.97, 30Hz

1080p (1920x1080) 50, 59.94, 60Hz

Control Methods
USB via Rear Type B connector

RS-232/422/485 via D9 Female Connector

IP Interface RJ45 Connector

Warranty 

Limited Warranty 5 Years Parts and Labour

Regulatory Compliance
Main unit FCC, CE, RoHS, UL 

Mechanical
Size (H x W x D) 7.0” x 19.0” x 13.1” (178 x 482 x 334mm)

Weight (Net) Approx. 15Kg (33 lbs)

 (with redundant PSU option)

Environmental
Operating Temperature 0° to +50° C (+32° to +122° F)

Operating Humidity 10% to 85%, Non-condensing

Storage Temperature -10° to +70° C (+14° to +158° F)

Storage Humidity 10% to 85%, Non-condensing

MTBF Approximately 35,000 hours  

Power Requirement
Internal Power Supply 110v to 240v auto-detecting

Redundancy Optional Internal Hot Swap PSU

Accessories Included
1x Operations Manual 

1x Power cable US, UK, Euro or AU

Control Software Downloadable from Website

Optional Accessories
See list above and check website for latest list
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